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C0894
 RJ45 PLUG CONNECTOR

ASSEMBLY

5
PC4D0002-X-19X-X-X

ADP

MIL-DTL-38999/26

A

A

A = 4 DATA CONTACTS (4 x24AWG)
B = 4 DATA + 2 POWER CONTACTS (4x24AWG + 2x22AWG) 
C = 8 DATA CONTACTS (8x26AWG)
D = 8 DATA + 2 POWER CONTACTS (8x26AWG + 2x23AWG)
U =  NO SHELL GROUNDING REQUIRED
 
 
 

SERIES
RJ45 STYLE
 
SHELL SIZE
ALTERNATE KEYING
MATERIAL
PLATING

PC4D0002-CU-19N-1-C

CABLE SHOWN FOR CLARITY ONLY

CABLE SEALING GROMMET

SEE
ABOVE

40,00 MAX

RJ45, CAT5 CABLE PLUG WITH INTEGRATED CABLE GUIDE, 
SHIELDING AND CABLE CRIMP GROUNDED TO OUTER SHELL 
UNLESS OPTION 'U' IS SPECIFIED (FEEDTHRU ISOLATED FROM OUTER SHELL)
DATA TRANSFER RATE TESTED TO 1 GIGABIT, CONTACT SALES OFFICE FOR TEST RESULTS

6,90`0,50Ø  CABLE SEALING DIAMETER

NOTES
GENERALLY TO THE REQUIREMENTS OF MIL-DTL-38999
FINISH
SEE TABLE
MATERIALS
RJ45
CONTACTS 30μ Au/Ni
SHIELDING - NICKEL PLATED BRASS
BODY - PBT, UL94V-0
 
 
SHELL OPTIONS
1 = ALUM ALLOY 6262R
2 = ALUM BRONZE NES833
4 = STAINLESS STEEL 303
46 = STAINLESS STEEL 316
 
SEAL - SILICONE MS749ECR TO BS6853 CAT 1
 
PERFORMANCE
CURRENT RATING FOR POWER CONTACTS 2.1 AMPS @ 70°C
VOLTAGE RATING 50V DC / 35V AC
TEMPERATURE -40°C TO +120°C
 
 

PLATING TABLE
CODE DESCRIPTION

B
Cadmium, olive drab (5-10 microns) QQ-P-416, Type II, 
Class 3 over electroless nickel (2.5 - 7.5 microns) (500 hour 
salt spray finish)

C Electroless nickel, MIL-C-26074, Class 4, Grade B

J Passivate, per QQ-P-35 or MI-S-5002

Z Shot blast for non-reflective finish

ZB
Zinc cobalt, olive drab (5-10 microns) over electroless nickel 
(2.5 - 7.5 microns)

2950

PART MARK HERE

n38,50 MAX


